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Introduction
Using this ADSL router, you can connect one or more pc’s to your adsl line.
The installation of this router consists of 3 steps:
1. Connecting cables

2. Configuring your Windows or Apple OS

3. Configuring the router for your Internet Provider

LED Explanation
POWER
Will be lit when the router has power
READY
Will be lit a few seconds after the router has booted. This led can also blink. If the led is NOT LIT this indicates a problem in the router.
SHOWTIME/ADSL
This led will be lit constantly when the adsl line has been synchronised. This can take up to 30 seconds. During this period, it will blink to indicate activation. If this led is not lit or blinking, please contact your supplier.
If this led keeps blinking, please check adsl connection, and cabling.splitters.
RxD
Shows activity on the adsl connection.
LINK 1,2,3 en 4
Indicates a PC connected to the respective LAN ports.

These will blink to indicate traffic on the LAN ports..

1. Connecting cables
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· Connect the power supply to a 220v outlet, and to the router. Turn on the router.
The PWR led should lite up. 
After a few seconds the READY led will lite up.
· Connect the ADSL modem line to the ‘ADSL’ port of the router.

· Connect your pc’s to port 1/2/3 or 4, and check for a lit LINK led on the router. Note that the led will only be lit if the pc is turned on.


2. Configuring the PC
The router’s e built-in DHCP-server assigns your computers an ip address automatically. As such, your pc should be set to ‘obtain an ip automatically’
(Tip: Try to open http://10.0.0.2 in a browser. If you get a login prompt, skip the steps below, as your pc is already correctly configured. You can skip straight to step 3 – configuring your router.)

2a ) Configuring Windows 95, 98 and ME
1. Check if your network card has been installed
2. Click Start -> Settings -> Control panel -> Network
3. The screen below will be displayed:
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Select the TCP/IP entry that is used for your card and click ‘properties’ 


4. The following screen will be displayed. Select the tab ‘ip adress’
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The option should be set to ‘obtain an ip automatically’
If you make changes to the configuration, the pc will reboot. In some cases the windows cd-rom is
required to copy files.

Check if the computer recieved a correct ip:

1. Click start – run 
2. The following dialog box will be shown:
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Type “winipcfg” and hit enter.


3. The following screen will be displayed:
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4. Select your networkadapter, not the ppp-adapter or similar.
IP Adress should start with 10.0.0.x
If the ip adress is different, click on ‘refresh’
After a few seconds a correct ip adress will appear. 
If there is a problem, this process can take up to 60 seconds to complete.
If the computer fails to obtain an ip address, turn off any firewalls or virusscanners
that could block this action, and retry.

After the ip address is correct, continue with step 3.

2b ) Configuring Windows 2000 and XP instellen

1. Click Start -> Control Panel -> “Network- and Internet-Connections” -> Show Network Connections
2. The following screen will be displayed :
[image: image7.png]Netwerkverbindingen

Bestond Bewerken Beeld Favoristen Extra Geavanceerd Help

Qo - © - 3| Droven 2 oo

@ tetververindingen

LAN- of snelle Internet-verbinding
Netwerktaken

Andere locaties

Details

LAN-verbinding
LAt of snell Internet-verbinding
Ingeschakeld

Intel 21143 Based PCI Fast Ethernet
Adapter (Generic)

IP-ackes: 10.0.0.3

Subnetmasker: 255.255.255.0

Door DHCP tosgekend





Sometimes multiple LAN-Connections will be shown. 
Check if the Lan connection is enabled. If it is disabled, right click to enable it.
Sometimes it’s possible to see the IP address in the left column under ‘details’
 
3. To check the IP: Right-click the active LAN-Connection and select ‘properties’
The following screen will be shown:
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Double click “Internet-protocol (TCP/IP)”


4. The following screen will be shown:
[image: image9.png]Eigenschappen voor Intemet-protocol (TCP/IP)
[[Algemeen | Atematieve corfiguatie
1P instelingen kunnen automaisch worde tosgewezen ds het etwerk

deze mogellkheid andersteunt. Al dit et het geval s, dent u de
nelierkbeheerder naat de geschikte [Pinstelingen te visgen.

© il P A e e

O Het volgende IP-adies gebriken:

® Automatich een DNS:serveracies laten toeuizen

© De volgende DN -serveradiessen gebrike





Both IP and DNS should be set to automatic. If they are not, change them, and click OK to confirm the new settings.
 
Check if the PC recieved a correct ip adress:
Click start, then run. The following dialog box wil be shown: 
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Type “cmd” and click “OK”
Type ‘ipconfig’ and hit <enter>.
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Windows will show the IP configuration. The IP address should start with 10.0.0.x If it does not,
You can type:  “ipconfig /renew” and hit  <enter> . In some cases it could be neccesary to reboot the pc. 
If the ip address is valid, continue with step 3.
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2c ) Configuring Apple Mac OS 8&9 

1. Click Apple Menu

2. Click  “control panels”

3. Go to the  “TCP/IP” menu.
4. Set to ‘connect using ethernet’
5. Set “Configure using DHCP-Server”

6. The option “DHCP Client-ID” is not important. You can set this to your computer name for clarity.


2d ) Configure Apple Mac OS X
1. Click Apple Menu

2. Click “system preferences’
3. Go to “Netwerk”

4. Choose  “Show” op “Built-in Ethernet”

5. Click the tab “TCP/IP”

6. Set to configure ‘using dhcp’
7. The option “DHCP Client-ID” is not important. You can set this to your computer name for clarity.

3. Configuring the Router
If everything is set correctly, you can setup the router using it’s built-in webpage.
1. Open your internet browser (Internet Explorer or Netscape for example) 
2. Surf to http://10.0.0.2
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3. De router will ask you for the username and password:
username is ’admin’. 
password is ‘epicrouter’
Click ok to log into the router.
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After logging in you will see the router’s webpage. With the page you can configure the router for your ISP. This only has te be done once, and can be done from any pc connected to the router. 

3a ) Automatic configuration for PPPoA / PPPoE Providers

1. Click the button ‘Automatic setup’ and choose your adsl-carrier / provider. 
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Choose your country and provider. 
In the Set PPP password fields, enter username and password as supplied by your provider.
After entering the settings, click save settings, and save and reboot. After about 2 minutes, the router

should be connected. You can check the system log on the main page, the line ‘ppp session is up’

should be in the system log.
Below is a list of common Providers, and the adsl-carrier used.
	Provider
	Carrier
	VPI/VCI
	Encapsulation
	Username voorbeeld

	Planet
	KPN
	8/48
	PPPoA VC-Mux
	user@adsl-comfort
user@adsl-standard
user@adsl-advanced 

	Zonnet Lite
	KPN
	8/48
	PPPoA VC-Mux
	user@zonnet-lite

	Zonnet Basis (Budget zie volgende pagina)
	KPN
	8/48
	PPPoA VC-Mux
	user@zonnet-basis

	Zonnet Family oud (ppp)
	Versatel
	0/32
	PPPoA VC-Mux
	user@zonnet-family

	XS4ALL
	KPN
	8/48
	PPPoA VC-Mux
	user@xs4all-lite-adsl
user@xs4all-basic-adsl
user@xs4all-fast-adsl

	If your provider is not listed, but you are using a ‘dailup’ connection and your provider gave you a username@service-type login, please check the documentation of the provider for the correct vpi/vci and encapsulation type.


3b ) Configuration for DHCP providers
2. Click the button ‘Automatic setup’ and choose your adsl-carrier / provider.  
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The 1483 Bridged protocol does not use a username or password.
When done, click Save Setting, and  Save and Reboot. After about 2 minutes, the router should be connected. You can check the system log on the main page, the line ‘session is up’ should be in the
system log, along with some DHCP messages.
Below is a list of common DHCP Providers, and the adsl-carrier used.

	Provider
	Carrier
	VPI/VCI
	Encapsulation
	Opmerkingen

	Demon
	BBned Economy
	0/35
	1483 Bridged IP LLC
	Mac adresregistratie *1

	Demon
	BabyXL
	0/34
	1483 Bridged IP LLC
	Mac adresregistratie *1

	Zonnet Family/Budget/Gratis
	Versatel DHCP
	0/32
	1483 Bridged IP LLC
	

	Tiscali Surf/Family/live
	BabyXL
	0/34
	1483 Bridged IP LLC
	Mac adresregistratie *2

	*1 These providers check the hardware-adres of the modem, and require you to activate it manually.
*2 These providers check the hardware-adres of the modem, and activate it automatically. Because of this, it can take up to 2 hours.


3c ) Configuration for other providers

Below is a short list of common providers. If you do not know the VPI/VCI settings, please contact your provider.
	Provider
	VPI
	VCI
	Protocol
	Encapsulation

	Nederland KPN
	8
	48
	PPPoA
	VC-Mux

	Nederland Business DSL
	2
	32
	PPPoA
	VC-Mux

	Nederland Versatel PPP
	0
	32
	PPPoA
	VC-Mux

	Nederland Versatel DHCP
	0
	32
	RFC1483bridged
	LLC

	Nederland BBNed Economy
	0
	35
	RFC1483bridged
	LLC

	Nederland BBNed (snelle lijnen)
	0
	35
	PPPoA
	VC-Mux

	Nederland BabyXL/Tiscali
	0
	34
	RFC1483bridged
	LLC

	Belgacom Turboline (analoog)
	8
	35
	PPPoA
	LLC

	Belgacom Turboline (ISDN)
	0
	35
	PPPoA
	LLC

	België ADSL Office
	8
	35
	RFC1483Routed
	LLC

	t-online
	1
	32
	PPPoE
	Vc-mux

	Duitse telekom
	0
	32
	PPPoE
	Vc-mux

	Frankrijk France Telecom
	8
	35
	PPPoA
	LLC

	Engeland
	0
	38
	PPPoA
	VC-Mux

	Italië Tele Italia
	8
	35
	PPPoA
	VC-Mux

	Zwitserland Swisscom
	8
	35
	PPPoE
	LLC

	Denemarken
	0
	35
	PPPoA
	VC-Mux


Factory settings
Router Username :
admin

Router Password :
epicrouter or password

LAN IP adres :
10.0.0.2

LAN subnet mask :
255.255.255.0

DHCP Server :
Enabled (assigns ip adresses 10.0.0.3 t/m 10.0.0.254)
Support: 
Website:
On our website www.e-tech.nu you can find tips and answer to common questions.

Phone:
Available in The Netherlands only  0900-3832468 (€ 0,45 p/m)

E-Mail:
You can also contact us by mail: support@e-tech.nu






