IEEE 802.11g Wireless ADSL Router

With 4 Port 10/100Mbps Fast Ethernet Switch

Quick Setup Guide
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|. Panel Description

1. Front Panel

O O O & @ ® @ o

POWER e O XD 10/100Mbps ETHERNET SWITCH RESET

POWER Lights up when the IEEE 802.11g Wireless ADSL Router is powered on.

Lit when the IEEE 802.11g Wireless ADSL Router is ready for services.
WLAN READY

Blinking when Wireless communication is active.
ADSL Lit when a successful ADSL connection is established.
RXD Blinking when data communication is active.

Port 1. Blinking when the IEEE 802.11g Wireless ADSL Router is actively
1 LINK/ACT ) o

sending/receiving data.

Port 2. Blinking when the IEEE 802.11g Wireless ADSL Router is actively
2 LINK/ACT ] o

sending/receiving data.

Port 3. Blinking when the IEEE 802.11g Wireless ADSL Router is actively
3 LINK/ACT ] o

sending/receiving data.

Port 4. Blinking when the IEEE 802.11g Wireless ADSL Router is actively
4 LINK/ACT ] o

sending/receiving data.
RESET Restore the IEEE 802.11g Wireless ADSL Router factory defaults.

)
@
2. Back Panel

ON/OFF

4 X 10/100Mbps ETHERNET CONNECTION DEJACK

WAN Connect to ADSL Line.

PORT 1 Connect to network device 1. Support auto crossover functionality.
PORT 2 Connect to network device 2. Support auto crossover functionality.
PORT 3 Connect to network device 3. Support auto crossover functionality.
PORT 4 Connect to network device 4. Support auto crossover functionality.
DC JACK Connect to DC Power Adaptor.

POWER SWITCH

Power ON/OFF Switch.
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1.

lI. Connecting IEEE 802.11g Wireless ADSL Router

Wired and wireless devices connection mechanism :

2. Wired Connection:

A.
B.

Make sure all your network hardware and PCs are powered off.

Connect one end of your Ethernet network cable (RJ45) to one of the LAN ports
(Labeled 1~4 ) on the IEEE 802.11g Wireless ADSL Router, and plug in the other
end to an Ethernet port on your PC.

Connect your ADSL Line from the Splitter or Microfilter to the WAN port of the
IEEE 802.11g Wireless ADSL Router.

Connect the DC Power Adaptor to the IEEE 802.11g Wireless ADSL Router DC
Jack and the other end of the adaptor to the wallet.

Power on your Notebook/PCs and IEEE 802.11g Wireless ADSL Router.

3. Wireless Connection:

B Requirements : Your Notebook/PC must have PCMCIA or USB or PCI Wireless Adaptor
properly installed.
Make sure all your network hardware and PCs are powered off.
Power on your Notebooks/PCs and IEEE 802.11g Wireless ADSL Router.
For initial access to the IEEE 802.11g Wireless ADSL Router through a wireless
connection, make sure your Notebook/PCs Wireless Adaptors has its “SSID” set
to “AP_Router” and with its “WEP” encryption set to “Disable”.
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[ll. Set up TCP/IP in Windows

#

Option-A | For Windows ME / 98

J Fle Edt “iew Favortes Todls Help

J 4=Eock - = - | i@ Search Y Folders  C# History |E X @ | E-

JAgdrsss I@ Contraol Panel j
i 4§
Pt = = Fonts Gaming Internet Kevboard
Control Panel Dptiares [Laliag

Pragrams

==
Network )
Configures network hardware and =
software. Mouse ODBEC Data
Sources [32bit]

Windows Update
Technical Support

ers

Prink
Taskbar and Start Wenu

®

Passwords  Paower Options Prirters Fegional

wossen Step 1: Click Start — Settings Step 2: Double-click the Networ k icon

Shut Dawn.

2] x| TCP/IP Properties el |

— —— Bindings | Advanced | NetBIOS |
Configuration
? |Ident|f|c:at|on| LCcess Contmll DNS Configuration I Gateway I WINS Configuration  |F Address

The following network. compaonents are installed: . X X

An IP address can be automatically azsigned to this computer.
Client for Microzaft Netwarks If pour network. does not autoratically assign IP addresses, ask
B3 Dial-Up Adapter your network. administrator for an address, and then type it in
o the space below.
B8 Realtek RTLE139[4) PCI Fast Ethemet Adapter

J PCI Fast Etherr

= Ohtain an I[P address automatically

Specify an

Add.. | Femove

Prinary Metwork Logon:

ICIient for Microsoft Metworks

File and Print Sharing.. |

Descriptio [V Detect connection ta netwark media
n

TCPAIP is the protocal you use ta connect ta the Internet and
wide-area networks.

()8 I Cancel |

oK Cancel

Step 4: Select Obtain an | P address
automatically.

TCP/IP Properties 21x|
21 Brdngs | Advanced | Newos |

fimah DMS Configurat ] i
B I Advanced I NelBlOS I anfiguration | Gateway I WINS Configuration I IP Address
DMNS Corfiguration  Gateway | WIMNS Configuration I IP Address

The first gateway in the Installed G ateway lizt will be the default.
The address arder in the list will be the order in which these

machines are used. Hiost: I [romait; I

DS Senver Search Drder

New gateway:

. . . add |

$tals|

Eemove |
Installed gateways:

Hemaove I Damain Suffiz Search rde; ——
A |

Fremove |
2 N\

ok I Cancel | ()8 I Cancel |

Step 5: Erase dl the gateway setting. Step 6: Select Disable DNS then click OK.

|

]
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Option-B | For Windows 2000

B3 Control Panel }

J File Edit View Favorites Tools  Help

J #=Fack ~ = - | Qhsearch L[Folders £ #History |%' L7 L

J Address I@ Contral Panel
2 4

‘Windows Update

Programs 4

Documents L

Yagy, U

wssiona

3 (R

= l-!!.c Settings | B Contral Panel B .

E ! 1] Mekwork and Dial-up Connections Control Panel Phane and - Power Options

; @ Search 4 Madem ...

:§ Printers

= @ Help i Taskbar & Start Menu. .. Network and Dial-up

| Connections
Rur... CDFHBCIE: to Ddt'gﬁr Eogﬂputetrs, Regional Scanners and  Scheduled
N oL g T ne S Options Cameras Tasks
P shut Down,.. A i
= ' Step 2: Double-click the Network and Dial-u
;istart |J m e I‘_;f] |J ep p
Connectionsicon.

Step 1: Click Start — Settings

Local Area Connection Properties 2 x|
[ Network and Dial-up Connections General I

J File Edit ‘iew Favorites Tools Advanced Help

J s$Back v = - | Qhsearch [ Folders & #History ||¥ Lr gl ¢ l@| foneeroisng
JAddress I Netwiork and Dis-up Carmechions I B8 Realtek RTLE139(4) PCI Fast Ethemet Adapter

g —i = Configure |
= Make Hew Components checked are uzed by this connection:
Network and Dial- Connection

& Client for Microzoft Networks
up Connections 3 = : :

ozoft Metworks

Status < i
Local Area Connection Gl S
Type: LAM Connection DElete

Renar

Status: Enabled g 7
st Enade Install... Urinztall | Properties I

— Description

Realtek RTLE139(A) PCI Fast
Ethernet Adapter

Transmizssion Control Pratocol/|nternet Protocal. The default
wide area network protocal that provides communication

Step 3 R| ght CI | Ck on the L Ocal Al’ea across diverse interconnected networks.
Con neCt| on and %I eCt Pr Opertl es ™ Showicon in taskbar when connected

Step 4: Select Internet Protocol (T CP/I P)
— and click Properties.

“f'ou can get |P zettings assigned automatically if your network, supports
this capability. Otherwise, vou need to ask vour netwark. administrator for
the appropriate |P settings.

< ' [btain an IP address automatically > 1
= Tt

|F address: I : : .

Zf; Ztkwy = Step5: Select Obtain an |P address

< ' [Obtain DNS server address automatically > 2 aUtomatI CaJ |y and Obtal n DN S
1 Uz the Tolowing server addresses————————————————

server address automatically.
Erefered DMS server: I ; ’ . .
Altemnate NS server: I : : E Then Cl ICk OK .

3 Advanced.. |
(] 8 I Cancel |
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Option-C | For Windows XP

f Internet
Inkernet Explarer
+ E-mail
Cutloak Express

§ | Files and Settings Transfer
‘wizard

® Windows Media Player
t@ Tour Windows $p
‘3 MSN Explorer

P
@ Windows Movie Maker

All Programs D

) My Documents

5 My Recent Documents »

ﬁ My Pictures

_J’ My Music

g’ My Computer

ﬂ Control Panel

& Switch bo Classic View

g)) Help and Suppart
p Search

=] Run...

Step 1: Click Start — Click Control Panel

" Network Connections

File Edit Wiew Favorites

@Ea[k w u

Tools  Advanced  Help

l? () Search h_ " Folders v

Address ﬁ_, Nebwork Connections

Network Tasks

Create a new

connection

Set up a home or small
office network

&% Disable this network
device

% Repair this connection

Em Renamne this connection
& View status of this
connection

“hange settings of this
connection

#| LAN or High-Speed Internet

Disable
Status
Repair

Bridge Connections

Create Shortout
Delete

Step 3: Right Click on the L ocal Area
Connection and select Properties.

Internet Protocol (TCP/IP) Properties

General | Alternate Eonfiguration|

Cl |Ck SN'tCh to Claﬁc B Control Panel

File Edit View Favorites Tools  Help

\_) Bark ‘J l’ () Search u Folders v

Address {} Control Panel

Game Internet
Controllers Cptions

e

Metwork.
“onnections

ﬂ‘ Control Panel A

G» Switch to Cateqory Yiew

Keyboard

See Also

& Windows Update
@) Help and Support “E ,‘}
Regional and  Scanners and  Scheduled
Language ... Cameras Tasks

Step 2: Double-click the Networ k
Connectionsicon.

cal Area Connection Properties

| General | Authentication | Advanced

Connect using:

E8 Realtek RTLS139 Family PCI Fast Ethernet NIC ‘

This connection uses the following items:

| @ 121 Client for Microsaft Metworks
4] Q Fllc aﬂd Printer Shanng for Microsoft Netwaorks

Transmission Control Protocol/Intemet Protocol. The default
wide area network protocol that provides communication
across diverse interconnected networks.

Description

[T] Show icon in notification area when connected

[ ok || cancal |

“Y'ou can get |P zettings assigned automatically if your network, supports
this capability. Othenwise, vou need to ask your network. administrator for
the appropriate |P settings.

Obtain an IP address automatically > 1
= Ui oy

—
cwm DMS server address automaticall

(O Use the fallawing DMS server addresses:

l:l
L ]

IP address

Subnet mask:

Frefened DMS server

Alternate DMS server:

Step 4: Select Internet Protocol (TCP/IP)
and click Properties.

Step5: Select Obtain an [P address
automatically and Obtain DNS server
address automatically. Then click OK.

3~ l Ok Cancel
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V. Set up the |[EEE 802.119 WirelessADSL Router

1. Launch your web browser, and enter the Wireless Router’s IP Address :
“192.168.8.1” in the address field then press the Enter key.

3 Main - Microsoft Internet Explorer

File Edit Wiew Favorites Tools Help

= Back - = - @ il | @SEErEh [Fe] Favarites @Media

Addresil@http:,l',l'192.168.8.1,l' I

2. Enter the default Administrator password " admin”. Then press “Enter” to login.

IEEE 802.11g Wireless ADSL Router

Device Status

Item Description Status |Nnte

\WAN IP Address 192.168.1.222 DHCP Client {Connected) ISP Side
\WAN Subnet Mask 255.255.255.0 |ISP Side
\WAN 1y 192.168.1.3 |ISP Side
\WAN DNS 192.168.1.3, 139.175.252.16 ISP Side
LANIP Address 192.168.8.1 Local Side
DHCP Server 192.168.8.17 - 128 on Local Side

Last Updated : Thursday, December 04, 2003875507 P
Administrator Password { Default : admi "

3. Click “Quick Setup” and follow the following steps to help you install the IEEE
802.11g Wireless ADSL Router quickly and easily.

IEEE 802.11g Wireless ADSL Router

System Information

‘ > Quick Setup Follow These Quick Steps To Install Your Broadband Router
> Advanced Setting ' For Advanced User OMNLY

> Device Info Show The Current Device And System Status
Show ADSL Connection Status
-> System Log . Show Events Triggered By The System

Logout
o Logout =
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@ Select System Time Zone or Country. Click “Next” after your selection.

(GMT-08:00)Pacific Time (US & Canada); Tijuana

@ Select ADSL Setting then click “Next” to continue. Check your ISP for the
setting parameters. You must select a country before clicking “Next” to proceed
the “Quick Setup” installation process.

@ Select the connection mechanism and fill in the necessary parameters from
your ISP provider. Click “Done” after your choice and setting.
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Option-A.  WAN Setting -- PPPOA :

€ Manually enter your “PPPoA Service Name”, “PPPoA
Account” and “PPPoA Password”.

Back | Done

Option-B. DHCP Client (Get IP Dynamically from ISP) :

€ Manually enter the “DHCP Client Domain Name” and “DHCP
Client Host Name”. Leave “Blank” for default setting.

Back | Done

Option-C. PPPoOE (Get IP Dynamically from ADSL ISP) :

€ You need to enter your “PPPoE Account”, “PPPoE Password”
and “PPPoE Service Name”.

€ Enable the “Dial on Demand” and “Auto-disconnect” elapsed
time.

Back | Done

@ “Congratulations”. System will automatically restart and activate all your
setting.
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